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1) Drip Area was flagged in the field with pink and orange flags with Pink and Blue ribbon.
2) A total of 3840 ft2 is required for the primary and repair system. A total area of 6821 ft2 is available for hte primary 
and repair systems.
3) Septic shall be >10’ from any property line, >15’ from any cut >2’, >5’ from any building foundation, 50’ from any 
spring or surface water and single family well, and >100’ from any shared well.
4) Per 15A NCAC 18E the minimum septic tank volume is 1000 gals. LRM recommends serial distribution. Supply lines/ 
plumbing shall be 3-4” Sch40 PVC. Risers must meet the requirements of 15ANCAC 18E .1404 (d)
5) LRM's soil evaluation and recommendations have been made in accordance with North Carolina  Department of 
Environmental, Health, and Natural Resources, Division of Environmental Health.  On-site wastewater Section On-site 
Wastewater Management: Guidance Manual and 15A North Carolina Administrative Code 18E. Any grading or 
disturbance in the proposed drain field area renders this report null and void.
6) No house site was staked at time of LRM's evaluation. If proposed house site interferes with the proposed layout, or is 
within the 5' minimum setback, please contact LRM for a re-evaluation. House site MUST be staked for evaluation.
7) If gravity flow cannot be obtained, a pump tank will be required. Per 15A NCAC 18E the minimum pump tank volume 
is 1000 gallons. LRM recommends use of an approved 1000 gal. pump tank.

This AOWE submittal is pursuant to and meets the requirements of G.S.130A-336.2.

LRM is required to inspect the septic system installation and submit all necessary documentation to the 
county prior to the issuance of the Authorization to Operate (ATO) and the release of the Certificate of 
Occupancy (CO). These services, along with the associated fees, are detailed in LRM’s contract for this 
permit. This requirement is tied to the parcel and permit. The scheduling and associated fees will be the 
responsibility of the owner constructing the residence and installing the septic system.

LRM requires the licensed septic system installer contact us via email at info@landrm.com or by phone at 
828‑900‑8700 to schedule a pre‑construction conference. This conference must be scheduled at least two 
weeks prior to the planned system installation.
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LN Davis Insurance Agency
143 N. Main Street
P.O. Box 630
Waynesville NC 28786-0630

(828)452-2876

Ironshore Ins. Co.
Auto Owners Insurance
Cincinnati Indemnity Co.LAND RESOURCE MANAGEMENT, PLLC

PO Box 9251
Asheville NC 28815-

25445
18988
23280

Kristy Pope

kristy@lndavis.com

1 0

(828)456-5325

X
X

X Pollution Liability

X

X IEPUW0031722301A 11/01/202510/01/2026 1,000,000
500,000

25,000
1,000,000
2,000,000
2,000,000

 X

X X
X X

X 5252434900B 10/01/202510/01/2026 1,000,000

Medical Payments 10,000
X X

X 10,000

5252434900B 10/01/202510/01/2026 1,000,000
1,000,000

N
EWC 0277760C 10/01/202510/01/2026 X

1,000,000
1,000,000
1,000,000

Professional Liability IEPUW0031722301A 11/01/202510/01/2026 Each Occurrence $1,000,000

Soil Scientist specializing in septic tank site consulting. 

Certificate Holder is listed as Additional Insured as required by contract per policy form 55091 and includes Blanket Waiver of Subrogation. 

Primary and Non-Contributory Liability applies per Form 20 01 04 03.

AI 110833

    -
INSURED COPY

ANY PROPRIETOR/PARTNER/EXECUTIVE
OFFICER/MEMBER EXCLUDED?

INSR ADDL SUBR
LTR INSD WVD

DATE (MM/DD/YYYY)

PRODUCER CONTACT
NAME:

FAXPHONE
(A/C, No):(A/C, No, Ext):

E-MAIL
ADDRESS:

INSURER A :
INSURED INSURER B :

INSURER C :

INSURER D :

INSURER E :

INSURER F :

POLICY NUMBER
POLICY EFF POLICY EXPTYPE OF INSURANCE LIMITS(MM/DD/YYYY) (MM/DD/YYYY)

AUTOMOBILE LIABILITY

UMBRELLA LIAB

EXCESS LIAB

WORKERS COMPENSATION
AND EMPLOYERS' LIABILITY

DESCRIPTION OF OPERATIONS / LOCATIONS / VEHICLES  (ACORD 101, Additional Remarks Schedule, may be attached if more space is required)

AUTHORIZED REPRESENTATIVE

EACH OCCURRENCE $
DAMAGE TO RENTED

CLAIMS-MADE OCCUR $PREMISES (Ea occurrence)

MED EXP (Any one person) $

PERSONAL & ADV INJURY $

GEN'L AGGREGATE LIMIT APPLIES PER: GENERAL AGGREGATE $
PRO-POLICY LOC PRODUCTS - COMP/OP AGG $JECT

OTHER: $
COMBINED SINGLE LIMIT $(Ea accident)

ANY AUTO BODILY INJURY (Per person) $
OWNED SCHEDULED BODILY INJURY (Per accident) $AUTOS ONLY AUTOS
HIRED NON-OWNED PROPERTY DAMAGE $AUTOS ONLY AUTOS ONLY (Per accident)

$

OCCUR EACH OCCURRENCE $

CLAIMS-MADE AGGREGATE $

DED RETENTION $ $
PER OTH-
STATUTE ER

E.L. EACH ACCIDENT $

E.L. DISEASE - EA EMPLOYEE $
If yes, describe under

E.L. DISEASE - POLICY LIMIT $DESCRIPTION OF OPERATIONS below

INSURER(S) AFFORDING COVERAGE NAIC #

COMMERCIAL GENERAL LIABILITY

Y / N
N / A

(Mandatory in NH)

SHOULD ANY OF THE ABOVE DESCRIBED POLICIES BE CANCELLED BEFORE
THE EXPIRATION DATE THEREOF, NOTICE WILL BE DELIVERED IN
ACCORDANCE WITH THE POLICY PROVISIONS.

THIS IS TO CERTIFY THAT THE POLICIES OF INSURANCE LISTED BELOW HAVE BEEN ISSUED TO THE INSURED NAMED ABOVE FOR THE POLICY PERIOD
INDICATED.  NOTWITHSTANDING ANY REQUIREMENT, TERM OR CONDITION OF ANY CONTRACT OR OTHER DOCUMENT WITH RESPECT TO WHICH THIS
CERTIFICATE MAY BE ISSUED OR MAY PERTAIN, THE INSURANCE AFFORDED BY THE POLICIES DESCRIBED HEREIN IS SUBJECT TO ALL THE TERMS,
EXCLUSIONS AND CONDITIONS OF SUCH POLICIES. LIMITS SHOWN MAY HAVE BEEN REDUCED BY PAID CLAIMS.

THIS CERTIFICATE IS ISSUED AS A MATTER OF INFORMATION ONLY AND CONFERS NO RIGHTS UPON THE CERTIFICATE HOLDER. THIS
CERTIFICATE DOES NOT AFFIRMATIVELY OR NEGATIVELY AMEND, EXTEND OR ALTER THE COVERAGE AFFORDED BY THE POLICIES
BELOW.  THIS CERTIFICATE OF INSURANCE DOES NOT CONSTITUTE A CONTRACT BETWEEN THE ISSUING INSURER(S), AUTHORIZED
REPRESENTATIVE OR PRODUCER, AND THE CERTIFICATE HOLDER.
IMPORTANT:  If the certificate holder is an ADDITIONAL INSURED, the policy(ies) must have ADDITIONAL INSURED provisions or be endorsed.
If SUBROGATION IS WAIVED, subject to the terms and conditions of the policy, certain policies may require an endorsement.  A statement on
this certificate does not confer rights to the certificate holder in lieu of such endorsement(s).

COVERAGES CERTIFICATE NUMBER: REVISION NUMBER:

CERTIFICATE HOLDER CANCELLATION

© 1988-2015 ACORD CORPORATION.  All rights reserved.
The ACORD name and logo are registered marks of ACORDACORD 25 (2016/03)

CERTIFICATE OF LIABILITY INSURANCE



Features & Benefits
�࠮� �:[YVUN�JVTWYLZZPVU�TVSKLK�WVS`WYVW`SLUL�JVUZ[Y\J[PVU
�࠮�� �3PNO[^LPNO[�WSHZ[PJ�JVUZ[Y\J[PVU�HUK�PUIVHYK�SPM[PUN�S\NZ�HSSV^�
MVY�LHZ`�KLSP]LY`�HUK�OHUKSPUN

�࠮�� �0U[LNYHS�OLH]`�K\[`�NYLLU�SPKZ�[OH[�PU[LYJVUULJ[�^P[O�,AZUHW�
YPZLYZ�HUK�WPWL�YPZLY�ZVS\[PVUZ

�࠮�� �:[Y\J[\YHSS`�YLPUMVYJLK�HJJLZZ�WVY[Z�LSPTPUH[L�KPZ[VY[PVU�K\YPUN�
PUZ[HSSH[PVU�HUK�W\TW�V\[Z

�࠮�� �9LPUMVYJLK�Z[Y\J[\YHS�YPIIPUN�HUK�MPILYNSHZZ�I\SROLHKZ�VMMLY�
HKKP[PVUHS�Z[YLUN[O

�࠮� �*HU�IL�PUZ[HSSLK�^P[O��¹�[V���¹������[V����� �TT��VM�JV]LY
�࠮�� �*HU�IL�W\TWLK�KY`�K\YPUN�W\TW�V\[Z
�࠮� �:\P[HISL�MVY�\ZL�HZ�H�ZLW[PJ�[HUR��W\TW�[HUR��VY�YHPU^H[LY��UVU�
WV[HISL��[HUR

��࠮ 5V�ZWLJPHS�^H[LY�MPSSPUN�YLX\PYLTLU[Z�HYL�ULJLZZHY`
�࠮� ;OL�[HUR�TH`�IL�IHJRMPSSLK�^P[O�Z\P[HISL�UH[P]L�ZVPS��:LL�� 
���PUZ[HSSH[PVU�PUZ[Y\J[PVUZ�MVY�N\PKHUJL�

;OL�0UMPS[YH[VY�*4������PZ�H�SPNO[^LPNO[��Z[YVUN�HUK�K\YHISL�ZLW[PJ�[HUR��;OPZ�^H[LY[PNO[�[HUR�KLZPNU�PZ�VMMLYLK�
^P[O�0UMPS[YH[VY»Z�SPUL�VM�J\Z[VT�MP[�YPZLYZ�HUK�OLH]`�K\[`�SPKZ��0UMPS[YH[VY�JVTWYLZZPVU�TVSKLK�[HURZ�WYV]PKL�H�
YL]VS\[PVUHY`�PTWYV]LTLU[�PU�[OLYTVWSHZ[PJ�ZLW[PJ�[HUR�KLZPNU��VMMLYPUN�L_JLW[PVUHS�SVUN�[LYT�Z[YLUN[O�HUK�
^H[LY[PNO[ULZZ�

CM-1060

HEAVY DUTY LID CUTAWAY 
9LPUMVYJLK���¹�Z[Y\J[\YHS�
HJJLZZ�WVY[

:[Y\J[\YHS�I\SROLHKZ

7HY[P[PVU�IHMMSL�^HSS

0UMPS[YH[VY� 
,AZUHW�9PZLY�
:`Z[LT

TANK CUTAWAY

MID-SEAM CUTAWAY
9LPUMVYJLK�^H[LY�[PNO[� 
TPK�ZLHT�NHZRL[LK� 
JVUULJ[PVU



CM-1060 General Specifications and Illustrations
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Contact Infiltrator Water Technologies’ Technical Services Department for assistance at 1-800-221-4436
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TOP VIEW

SIDE VIEW

END VIEW

MID-HEIGHT SEAM SECTION
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CM-Series Septic Tank General  
Installation Instructions. For shallow 
ground water conditions reference 
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Buoyancy Control Guidance.
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or scan QR code for the latest  
information.
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PL-68 Filter and Tee 
PL-68 is much more than just an effluent filter. The housing can also be used as an inlet baffle (tee) or an outlet
baffle. The housing is designed to accept Polylok’s snap in gas deflector to deflect gas bubbles away from the tee
and to keep the solids in the tank.

Features:

• Offers 68 linear feet of 1/16” filter slots, which
   significantly extends time between cleaning.
• Accepts 3/4” PVC handle.
• Locks in any 360° position when used with PL-68 Tee.
• PL-68 Housing can be used as an inlet or outlet tee.
• Gasket prevents bypass.

PL-68 Installation:
Ideal for residential waste flows up to 800 gallons per day
(GPD). Easily installs in any new or existing 4" outlet tee.

1. Locate the outlet of the septic tank.
2. Remove the tank cover and pump tank if necessary.
3. Glue the filter housing to the outlet pipe, or use a
    Polylok Extend & Lok if not enough pipe exists. 
4. Insert the PL-68 filter into tee.
5. Replace and secure the septic tank cover.

PL-68 Maintenance:
The PL-68 Effluent Filter will operate efficiently for
several years under normal conditions before requiring
cleaning. It is recommended that the filter be cleaned
every time the tank is pumped, or at least every three years.

1. Do not use plumbing when filter is removed.
2. Pull PL-68 out of the tee.
3. Hose off filter over the septic tank. Make sure all solids
    fall back into septic tank.
4. Insert filter back into tee/housing.

Related Products:
PL-68 Filter Concrete Baffle
Extend & Lok™

PL-68 Effluent Filter

68 Linear Ft. of
1/16” Filtration
Slots

Gasket Prevents
Bypass

Optional Gas
Deflector

16” & 18”
Available

Accepts 3” & 4”
( S C H D  4 0  &
SDR 35 Pipe)

Fits Any Tee
On The Market

Accepts 3/4” PVC
Extension Handle

800 GPD

1/16” Filtration Slots

Easy Installation
Filter Locks in Any
360  Position

2” Extender

Filter
Concrete

Baffle

Extend & Lok™
Easily installs

into existing tanks.

E d & L k™ Spacer Bushing
4” SCHD 40

to SDR 35

Spacer Bushing
4” SCHD 40

to 110mm Pipe

Polylok, Inc.   3 Fairfield Blvd.   Wallingford, CT   06492   Toll Free: 877.765.9565   Fax: 203.284.8514   www.polylok.com 
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Infiltrator Safety Star™ System

Installation
The Safety Star (SNAPSAFT-2400) is designed to be mounted 
to the screw pilot holes at the narrow end of the EZsnap riser 
connection. One arm on the Safety Star folds down 15 degrees, 
allowing it to collapse and fit through a 24” (600 mm) opening. 

1. Install the Safety Star at the EZsnap narrow riser to riser con-
nection closest to the ground surface. A minimum of a 6” (150 
mm) riser is required to accommodate the safety star and to at-
tach the lid properly.

2. Rotate the Safety Star until the five screw slots are aligned with 
the screw bosses on the riser. Fasten the Safety Star in place 
using five (5), #14 x 2” stainless steel screws provided (SS1410-
HEX). 

Note: If the Safety Star is installed at the riser-to-tank connection, 
the five screws used to fasten the risers to the tank also secure 
the Safety Star. The Safety Star is designed to allow up to a 4” 
(100 mm) pumping hose to enter the tank while installed, allowing 
for ease of maintenance without removal.

3. Five screws shall be secured tightly into place following a star 
pattern to complete the Safety Star installation. If the Safety Star 
requires removal, 5 riser-to-tank screw locations will remain fas-
tened at all times.

4. The Infiltrator Tank Lid is then installed using all ten stainless 
steel screws to complete the riser installation. 

The 24” (600 mm) riser Safety Star system is a strong 
secondary level of protection for the EZsnap Riser System 
if a primary riser lid is unknowingly damaged or removed. 
When properly installed the Safety Star system prevents 
unintended entry into the tank.

Articulating arm allows 
for easy installation into 
a 24” (600 mm) opening.

Contact Infiltrator Water Technologies’ Technical Services Department for assistance at 1-800-221-4436

For U.S. Patents information visit www.infiltratorwater.com/patents. Other patents pending. Infiltrator, Quick4 and EZflow are registered trademarks of Infiltrator 
Water Technologies. Infiltrator Water Technologies is a wholly-owned subsidiary of Advanced Drainage Systems, Inc. (ADS). 
 
© 2024 Infiltrator Water Technologies, LLC.  Not responsible for any typographic errors. Printed in U.S.A.    

Safety Star Benefits:
• Compatible with 6” (150 mm) & 12” (300 mm) EZsnap Riser 

models
• Structural design withstands a dead load up to 300 lbs. 

(136 kg)
• Installs inside the EZsnap Riser stack at any desired level
• Strong polypropylene construction
• Fastened securely in place with stainless steel hardware
• Meets regulatory requirements including CSA B66:21, as a  

secondary safety device
• Molded in OSHA safety orange to communicate warning

STAR 0924

(10), #14 x 2” stainless steel screws 
(SS1410-HEX) are provided with the 
EZsnap Riser System.

24"

8.5"

4.1"
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